required proposedad description

All principal uses and structures shall have a 30 foot setback, minimum, fromthe centerline
Front Setbackfrom CL 30’ 150 of any adjacent street or highway

2 existing 12' one way The minimum maintained width of driveways shall 20 feet which allows for incoming and
Driveway Width (maintained) 20 drives outgoing vehiclesto pass one another safely |
No driveway centerline shallintersect a street less than 70 feet from the intersection of any
Driveway Distance to Intersection 70' NA over 400" two streets
- There shall be a minimum distance of 35 feet between proposed and existing driveways on
Driveway Distance Between (minimum) 35' 120' existing public streets
Parking Space Dimensions (car) 8'x 18" 10'x 20" shown Minimum dimensions of parking spaces shall be eight feet by 18 feet
Car loading spaces shall be at least 15 feet inwidth and at least 25 feet in length, exclusive
Car Loading Space 15'x 25 NA of access and turning areas
Truck loading spaces shall be at least 15 feet in width and at least 60 feet in length, exclusive
Truck Loading Space 15'x 60’ NA ofaccess and turning areas
{l=557.97" 55- ﬁ . ' . - At} - | Along a property line facing a residential property, a 20 foot wide buffer area of evergreen
| . 4* | - g —— Buffer Area (residential property) 20' Existing Conditions  planting shall be provided
' PSSR 20'WallPackson  The maximum height of free standing lights should be the same as the principal building but
\q Maximum Light Height 25' Bldg. not exceeding 25 feet
Inthe absence of a definitive public record, a street's margins shall be deemed to be 25 feet
Street Right-of-Way (assumed) 25' surveyinprogress  fromitscenterline
Drainage Design Storm 25-year inprogress All drainage facilities shall be designed for a 25-year storm, minimum
lessthan 1ac An erosion and sediment control plan shall be submitted for any development which
- Erosion Control (disturbed land) lacre disturbance disturbs one acre or more of land, or has slope 215% over 100 feet
Lot must have minimum of 100 feet of street frontage and be minimum of 140 feet in depth
1ome Lot (minimum) 14,000SF  NA from center line of street (total 14,000 square feet minimum)
\ i e A manufactured home shall not be located nearer than five feet from the side or rear lot line
Manufactured Home Side/Rear Setback 5 NA of any parcel
Manufactured Home Front Setback 60' NA Must be at least 60 feet from the center line of the street upon which the lot fronts
| Village board must hold public hearing and make final decision within 62 days of accepting
62 days completed application (extendable by mutual consent)
Azoning permit shall expire one year from the date of issue if construction is not
substantially started or the use has not commenced
At least five days advance public notice of the hearing shall be published in a newspaper in
5days general circulation in the village
Where site is within 500 feet of adjacent municipality, notice by mail or electronic
10 days transmission must be made at least ten days before the hearing
- At least 10 days before hearing (or before final action if waived), certain applications must
County Planning Board Referral 10 days be referred to county planning board
Construction or installation of improvements for which guarantee has been made shall be
completed within two years from date of ﬁtep[anap proval
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