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TRANSFORMER

CONCRETE PAD

CONDENSER
BOLLARD (TYP)

EXISTING FUEL TANK, CONCRETE
PAD, AND PAVILION TO BE REMOVED
IN THEIR ENTIRETY. COORDINATE
WITH E.C.

EXISTING (4) BOLLARDS TO BE
REMOVED AND STORED FOR RE-USE.

REMOVE ±4" TOP MATERIAL FOR
INSTALLATION OF GEOTEXTILE
FABRIC AND GRAVEL. FINISHED
GRADE TO BLEND INTO EXISTING.

PROVIDE GEOTEXTILE FABRIC
AND 4" LAYER OF #57 CRUSHED
STONE.

TRANSFORMER

CONCRETE PAD

CONDENSER
BOLLARD (TYP)

ASPHALT PAVEMENT; 10'
WIDE AT GATE, 8'Ø RADIUS
AT EXISTING DRIVEWAY.

BOLLARD (TYP)

8' TALL CHAIN LINK FENCE WITH
PRIVACY SCREEN. PROVIDE 6' WIDE
CANTILEVER GATE. POST SIZING AND
FOUNDATION DESIGN PER
MANUFACTURERS RECOMMENDATIONS.

~16.5'x25'x8" CONCRETE GENERATOR
PAD. MAINTAIN 4' ± 3" WALKWAY ON
EACH SIDE OF GENERATOR.

GENERATOR

TRANSFER SWITCH
MOUNTED TO CONCRETE

PAD IN ACCORDANCE WITH
MANUFACTURERS

RECOMMENDATIONS.

PROVIDE TRENCHING AND
BACKFILL FOR NEW CONDUITS

PROVIDE TRENCHING,
BACKFILL, AND RESTORATION

FOR NEW CONDUITS

PROVIDE GEOTEXTILE FABRIC
AND 4" LAYER OF #57 CRUSHED
STONE.

8" THICK GENERATOR PAD SLOPED
AT 2% TOWARDS DRIVEWAY.

EXISTING BUILDING

EXISTING DRIVEWAY

NEW ASPHALT PAVEMENT

GENERATOR AND FUEL TANK.

BOLLARD

PROPOSED GRADING EACH SIDE OF
CONCRETE PAD.  ± 3" REVEAL ON PAD 3

SIDES, 6" STEP TO PAVEMENT FRONT SIDE.

HAUNCH CONCRETE TO MAINTAIN
MINIMUM OF 4" BELOW FINISHED GRADE.

CHAIN LINK FENCE WITH
PRIVACY SCREENING
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0 10 20

DEMOLITION PLAN
1" = 10'-0"

NEW WORK PLAN
1" = 10'-0"
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LAWN AREAS

COMPACTED STONE
SUBBASE

EXISTING
UNDISTURBED SOIL

3'
-6

"

6"Ø

1'
-0

"

18"Ø

PROVIDE YELLOW PLASTIC
COVER ON ALL BOLLARDS

6"Ø PIPE BOLLARD

(5) #4 VERT. BARS W/#3
TIES @ 6" O.V.C.

1'
-6

"

CONCRETE

NOTES:
WIDTH PER SITE PLAN.

DISTURBED AREA

SUITABLE ON-SITE MATERIAL
AS APPROVED BY THE ENGINEER
(NO MATERIAL IN EXCESS OF
6" IN SIZE)

#4 BARS 16" EACH WAY.

4,000 PSI AIR ENTRAINED
CONCRETE

COMPACTED 1 1/2" R.O.C. STONE
OR NYSDOT ITEM 304.05 TYPE 4

COMPACTED SUBGRADE

TOPSOIL, SEED AND MULCH
MIN 4" TOP SOIL WHEN COMPACTED

SITE RESTORATION

1 1/2" TYPE 6 TOP COURSE NYSDOT ITEM 403.17

3" TYPE 3 BINDER COURSE NYSDOT ITEM 403.13

12" COMPACTED SUBBASE NYSDOT ITEM 304.11

UNDISTURBED EARTH OR
COMPACTED EMBANKMENT IN

PLACE

GEOTEXTILE FABRIC

12
"

4"
4"

CONCRETE TRUCK ABOVE GRADE WASHOUT DETAIL
 NOT TO SCALE

6

10'-0" MIN.

VARIES

10 MIL PLASTIC LINING

STRAW BALE (TYP)

STAKE (TYP)

1/8" DIA.
STEEL WIRE

2"

4"

PLYWOOD 48" X 24"
PAINTED WHITE

BLACK LETTERS
6" HEIGHT

0.5" LAG SCREWS

WOOD POST
3" X 3" X 8"

3'

CONCRETE
WASHOUT

BINDING WIRE

STRAW BALE

10 MIL PLASTIC LINING

NATIVE MATERIAL (OPTIONAL)

WOOD OR METAL STAKES (2 PER BALE)

STAPLE DETAIL

PLAN
NOT TO SCALE

TYPE "ABOVE GRADE" WITH STRAW BALES

CONCRETE WASHOUT
SIGN DETAIL (OR

EQUIVALENT)

SECTION B-B
NOT TO SCALE

3'

STAPLES (2 PER BALE)

NOTES:
1. ACTUAL LAYOUT DETERMINED IN FIELD.
2. THE CONCRETE WASHOUT SIGN SHALL BE

INSTALLED WITHIN 30 FT OF THE
TEMPORARY CONCRETE WASHOUT FACILITY.

BB

2" X 2" WOODEN STAKES PLACED 10' O.C.

SECTION NTS

12" MIN

COMPOST SOCK (8" or 12" TYPICAL)

AREA TO BE PROTECTEDWORK AREA

2"x2" WOODEN STAKES PLACED 10' O.C.

EXISTING CONTOURS

COMPOST FILTER SOCK;
FILTREXX OR APPROVED EQUAL.

UNDISTURBED AREA

DISTURBED AREA

TYPICAL STAKED FIBER ROLL DETAIL
 NOT TO SCALE

7

NOTE: IF USED OVER CONCRETE OR  PAVEMENT,
UTILIZE SAND BAG WEIGHTS TO HOLD IN PLACE.

BLOWN / PLACED FILTER MEDIA

3/4" CHAMFER ON ALL EXPSED EDGES

TYPICAL SAND FILLED DUCT BANK DETAIL
 NOT TO SCALE

4

BOLLARD DETAIL
 NOT TO SCALE

5ASPHALT DRIVEWAY DETAIL
 NOT TO SCALE

3

CONCRETE PAD DETAIL
 NOT TO SCALE

2

LAWN RESTORATION DETAIL
 NOT TO SCALE

1
WARNING TAPE -
BLACK PRINT ON RED
BACKGROUND

3" MIN 3" MIN
7.5" MIN

24" MIN

12" TYP.

UNDISTURBED SOIL

COMPACTED
SAND BEDDING

COMPACTED
GRANULAR FILL

4" TOP SOIL, SEED, & MULCH
OR STONE AS INDICATED

CONDUITS

3" MIN

3" MIN

GENERAL NOTES:

1. COORDINATE DUCT BANK REQUIREMENTS ( IF ANY) FOR SERVICE WITH THE UTILITY.

2. POWER AND COMMUNICATION CONDUITS TO HAVE SEPARATION OF 12" MINIMUM.

3. DETAIL IS TYPICAL AND MAY NOT REFLECT EXACT QUANTITY AND LAYOUT OF CONDUITS 
REQUIRED FOR PROJECT.

4. FINISHED SURFACE TO MATCH SURFACE BEING DISTURBED.

7.5" MIN
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FIRST FLOOR PLAN
1/8"=1'-0"                               NEW WORK

(E) 4'-6"x5' LOUVER TO BE REMOVED.

(E) 7'x6' LOUVER TO BE REMOVED.

(E) EXHAUST FLUE SLEEVE TO BE
REMOVED. REMOVE CUT BRICKS.

8" CMU
2" RIGID
INSULATION
AIR GAP
BRICK TO MATCH
EXISTING

INFILL LOUVER
OPENING

INFILL LOUVER
OPENINGINFILL FLUE OPENING

FIRST FLOOR PLAN
1/8"=1'-0"                              DEMOLITION

NEW 24"x16" WINDOW
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